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Analysis of the available data found that electricity savings in the J.B. Coleman Library for June -
September, 1998 were 298 MWh, or 38% of the baseline consumption during these months. Extrapolation
of these savings to a full year leads would result in savings of 894 MWh/year. This would result in annual
electricity cost savings of $42,500 at the average cost of $0.0475/kWh which was paid by the University for
the period October, 1997 - September, 1998. Smaller savings were expected in chilled water, but were not
evident in the data available. Likewise, no significant increase in hot water use was observed during the
June - September period analyzed.
The thermal metering installations in 29 buildings were inspected. They were generally found to
be in good condition, with a flow meter and the two required temperature sensors installed in the hot water
and chilled water lines. However, in 14 of the installations, it was observed that either the hot water flow
meter or the chilled water flow meter was located so close to a bend, valve, or other obstruction in the line
that substantial errors in the flow (and Btu) readings are likely. In five of the buildings, both the hot water
and chilled water flow meters were located too close to obstructions. Only 10 buildings had both flow
meters placed properly. Temperature sensors were generally placed properly, although it was not possible
to locate five (of 58) sensors to verify proper placement, and two others were located in the air handler
piping rather than in the main building chilled and hot water lines.
The monthly utility bills for electricity and gas were analyzed and plotted as functions of ambient
temperature. Both electricity consumption and demand increased during hotter months as is typical on a
campus such as Prairie View. Gas consumption shows a strong peak during winter as is expected.
Baseline models were developed for electricity consumption, non-coincident electric demand, coincident
electric demand, and gas consumption.
The monthly utility bills were compared with 15-minute data, but it appears that we have
incomplete information on the meter scaling factors and/or the 15-minute data does not correspond to the
same set of meters included on the monthly bills. Consequently, no conclusions can be drawn from these
comparisons at this time.
Analysis of the rate schedules and billing data found that
1.) In most months PVAM was billed correctly according to the rate schedule. However, in the 26
months reviewed there appear to be two possible billing errors. One of those errors seems to have
been corrected by the utility in a later billing. There is another error in the billing calculations for
the month of May, 1998 (consumption from 4/25/98 to 5/25/98) for which PVAM should seek a
refund of $689.10.
2.) A new LP-8 rate schedule became effective in November, 1998 for the PVAM electrical billing.
This change should reduce the yearly costs by approximately 5% assuming the same consumption
of energy and demand as in the last 12-month historical period available to me (October, 1997 to
September, 1998).
3.) PVAM should monitor the upcoming discussions concerning deregulation in the state legislature.
Under the right circumstances PVAM could benefit from a different electrical supplier, and a
change of utility rate structures. However, if deregulation is enacted, the present supplier may
also elect to alter its current billing schedules to lower the costs.
The preliminary comparisons of Energy-Use Indices included in this draft report are based on only
one month of data. They show that consumption of many buildings on the PVAM and TAMU campuses
are comparable when normalized by building areas. There appear to be some significant differences, but
annual EUI's are needed to draw meaningful conclusions. These will be included in the final report.
Deliverable 1
Savings Analysis of the Library (John B. Coleman) Building
Summary
Analysis of the available data found that electricity savings in the J.B. Coleman Library for June -
September, 1998 were 298 MWh, or 38% of the baseline consumption during these months. Extrapolation
of these savings to a full year leads would result in savings of 894 MWh/year. This would result in annual
electricity cost savings of $42,500 at the average cost of $0.0475/kWh which was paid by the University for
the period October, 1997 - September, 1998. Smaller savings were expected in chilled water, but were not
evident in the data available. Likewise, no significant increase in hot water use was observed during the
June - September period analyzed.
Monthly Energy Performance Profiles
Monthly energy use data for J.B. Coleman Library were collected from the JC-85 printouts and
from the readings taken every month by the PVAM personnel. Table 1 shows the whole data collected and
used in the baselining and the savings calculations.
Electricity Consumption (PVAM Team, JC-85)
Figure 1 shows the electricity consumption profile (JC-85 data). The electricity consumption data
collected by the PVAM personnel showed frequent negative values and values that are double or four times
the JC-85 values. Moreover, the PVAM personnel readings do not show a clear trend that suggests that the
consumption decreased in the post-retrofit period.
In Figure 1, the pre-retrofit data shows a flat pattern with an average value of approximately 190
MWh/mo. The post-retrofit data shows also a flat pattern with an average value of approximately 120
MWh/mo.
Figure 4.a shows a scatter plot of the electricity consumption (JC-85 data and PVAM Readings)
vs. the average dry bulb temperature. The average dry bulb temperature data was obtained from the
Houston Intercontinental Airport National Weather Service, and is included in Table 1. The difference in
the order of magnitude between the JC-85 data and the PVAM readings is clear in this plot. Also, the
range in the PVAM readings (85 to 429 MWh/mo) is doubtful.
Figure 4.b shows a scatter plot of the JC-85 electricity consumption data split into three groups;
pre-retrofit, retrofit construction, and post-retrofit periods. There is a flat pattern in each of these groups of
data, which suggests a temperature-independence of the electricity use in the library. Pre-retrofit data
points are around a monthly value of 190 MWh/mo, and those of the post-retrofit period are close to a 120
MWh/mo value.
Chilled Water Consumption (JC-8S)
Figure 2 shows the chilled water consumption profile (JC-85 data). The pre-retrofit data points
appearing in this graph show a scaling problem (note that they are not zeros). The post-retrofit data points
show an increase in the consumption, which needs further investigation, to draw a meaningful conclusion.
More post-retrofit data should available for establishing the status of the achieved savings.
Figure 5 shows a scatter plot of the chilled water consumption (JC-85 data) vs. the dry bulb
temperature. The scatter is wide due to six values close to zero, and which, we believe that, have a scaling
problem. The temperature-dependence of the chilled water use is clear in this plot. Finally, the post-
retrofit values were high and require a deeper investigation to know the reason. Savings can not be seen in
this plot due to the lack of data (only four data points were available for the analysis).
Hot Water Consumption (JC-85)
Figure 3 shows the hot water consumption profile (JC-85 data). More post retrofit data should be
available before drawing a conclusion about the achieved savings, noting that the post-retrofit data
available are that of a Summer (hot) period. Data from a cold period are required.
Figure 6 shows a scatter plot of the hot water consumption (JC-85 data) vs. the dry bulb
temperature. The scatter of the data is narrow which proves a strong temperature-dependence of the hot
water use. Finally, the post-retrofit values were close to zero as the period happened to be a summer
season (hot weather). Savings can not be seen in this plot due to the lack of data (only four data points
were available for the analysis), and more data should become available to calculate the savings.
Electricity Consumption (JC-85 data)
Pre-retrofit model
The JC-85 electricity consumption data was used for baselining (pre-retrofit model) instead of the
PVAM readings available. A main reason is the quality of the readings that necessitates further
investigation (for instance, the frequent existence of negative readings).
The Pre-retrofit electricity consumption data used for baselining is shown in Table 2. The pre-
retrofit model's parameters are listed below:
Savings Calculations
Post-retrofit electricity consumption data used to calculate the savings is shown in Table 3. Table
4 shows the calculated savings achieved till September 1998 (298.01 MWh/mo). The projected savings for
one whole year are also included in the table (894.04 MWh/yr).
Chilled Water Consumption (JC-85 data)
Pre-retrofit model
The JC-85 chilled water consumption data was used for baselining (pre-retrofit model). The Pre-
retrofit chilled water consumption data used for baselining is shown in Table 2. The pre-retrofit model's
parameters are listed below:
Savings Calculations
Post-retrofit chilled water consumption data available for the study (June till September 1998) is
shown in Table 3. This post-retrofit data is not conclusive and enough for establishing the savings.
However, in these four months of available data, the chilled water consumption seemed to increase in an
unexpected way. We are expecting the lighting retrofits in the library to generate positive savings; unless a
main change in the operation of the library has occurred, and provided that the JC-85 meters and
algorithms generates correct and reliable values.
Hot Water (JC-85 data)
Pre-retrofit model
The JC-85 hot water consumption data was used for baselining (pre-retrofit model). The Pre-
retrofit hot water consumption data used for baselining is shown in Table 2. The pre-retrofit model's
parameters are listed below:
Savings Calculations
Post-retrofit hot water consumption data available for the study (June till September 1998) is
shown in Table 3. This post-retrofit data is not conclusive and enough for establishing the savings. These
four months of available data, are Summer months and thus the hot water consumption was very low (close
to zero). More data (Winter months) is required in order to establish the savings achieved in Hot Water
Consumption.
Electricity Consumption (MWh/mo)
Figure 2. J.B. Coleman Library Monthly Chilled Water Consumption (JC-
85 data)
Figure 3. J.B. Coleman Library Hot Water Consumption (JC-85 data)
Figure 4.a. J.B Coleman Library Electricity Consumption vs. Average Dry
Bulb Temperature
Figure 4.b. J.B. Coleman Library Electricity Consumption (JC-85 data) vs.
Average Dry Bulb Temperature
Figure 5. J.B. Coleman Library Chilled Water Consumption vs. Average
Dry Bulb Temperature
Figure 6. J.B. Coleman Library Hot Water Consumption vs. Average Dry
Bulb Temperature
*N/A
Table 1. J.B. Colcman Library building Energy Use.
Table 2. J.B. Coleman Library building Pre-Retrofit Energy Use.
Table 3. J.B. Coleman Library building Post-Retrofit Energy Use.
Table 4. J.B. Coleman Library building Electricity Consumption Savings (based on JC-85 data).
Deliverable 2
Inspection of JC-85 Metering in Campus Buildings
Comments on JC-85 Thermal Metering
Summary
The thermal metering installations in 29 buildings were inspected. They were generally found to
be in good condition, with a flow meter and the two required temperature sensors installed in the hot water
and chilled water lines. However, in 14 of the installations, it was observed that either the hot water flow
meter or the chilled water flow meter was located so close to a bend, valve, or other obstruction in the line
that substantial errors in the flow (and Btu) readings are likely. In flve of the buildings, both the hot water
and chilled water flow meters were located too close to obstructions. Only 10 buildings had both flow
meters placed properly. Temperature sensors were generally placed properly, although it was not possible
to locate five (of 58) sensors to verify proper placement, and two others were located in the air handler
piping rather than in the main building chilled and hot water lines.
1. Inspection of JC-85 Metering in Campus Buildings
During the inspection of the mechanical rooms of each building listed in Table 5, we collected
necessary information that helped in drawing conclusions about the status of the JC-85 metering. The
notes on each building are included in a table and a photo that, in most cases, tries to show a problematic
feature. Table 6 shows the condition of the mechanical room in Fuller Hall, a dormitory. Picture 1 shows
the Hot Water Flowmeter. Similar tables and pictures for the rest of the buildings are included in the
appendix.
Table 5. List of PVAM Buildings Metered by JC-85 and Metasys, and inspected by ESL.
Table 6. Notes on the mechanical room of Fuller Hall building.
Picture 1. The Hot Water Flowmcter in the mechanical room of Fuller Hall building.
2. Comments on JC-85 Thermal Metering
During the inspection of the mechanical rooms of PVAM we noticed a general problematic feature
that affects the readings of the JC-85 Control system. Briefly, these problems were:
1. Location of the flowmeters:
In most buildings, the flowmeters were placed too close to a bend or a valve (control valve). We
used the rule of having a distance of 10 times the nominal diameter of the pipe upstream and five times the
nominal diameter downstream, to evaluate the location of these flowmeters.
2. Availability of thermistors (and thermometers):
We were not able to find and locate the temperature sensors and thermometers in few buildings.
3. Broken meters:
Some buildings had broken thermometers, and thus, a survey checking of the temperature of
chilled water or hot water flow in or out of the building was not possible.
4. Location of the thermistors (and thermometers):
In few buildings, the thermistors are placed at the air-handlers supply and return pipes, instead of
measuring the main supply and return to and from the buildings. This will leads to inaccurate temperature
readings due to losses through the pumps, and the piping layout.
Deliverables 3 and 5
Analysis of Whole Campus Utility Data
Baselining of the Whole Campus Energy Consumption
Summary
The monthly utility bills for electricity and gas were analyzed and plotted as functions of ambient
temperature. Both electricity consumption and demand increased during hotter months as is typical on a
campus such as Prairie View. Gas consumption shows a strong peak during winter as is expected.
Baseline models were developed for electricity consumption, non-coincident electric demand, coincident
electric demand, and gas consumption.
The monthly utility bills were compared with 15-minute data, but it appears that we have incomplete
information on the meter scaling factors and/or the 15-minute data does not correspond to the same set of
meters included on the monthly bills. Consequently, no conclusions can be drawn from these comparisons
at this time.
15-Minute Data Profiles
We obtained 15-minutes electricity consumption data from San Bernard Electric (through Mr.
Harold Huff). We calculated the monthly consumption and demand from the 15-minutes data (Table 8).
The results were inconsistent with the utility bills. Further study is required to know how exactly San
Bernard Electric use the 15-minutes data that was provided. Figure 7.a shows the 15-minutes and the
utility bills electricity consumption. A difference in the order of magnitude of 2 (approximately) is noticed
in this plot. Figure 7.b shows the 15-minutes and the utility bills electricity demand. A difference in the
order of magnitude of 2 (approximately) is noticed in this plot between the 15-minutes data values and the
utility bills coincident and non-coincident demand, separately.
Utility Bill Data Profiles
Two years of utility bills (electricity and gas) were available to our study. Tables 9 and 11 show
the electricity and gas utility bills data, respectively, and the corresponding average dry bulb temperature
for the billing periods. The dry bulb temperature was obtained from Houston Intercontinental Airport
NWS. Tables 10 and 12 show the calculated minimum, maximum, and average values of the dry bulb
temperature corresponding to the electricity and gas billing periods, respectively.
Electricity Consumption
Figure 8 shows the electricity consumption, and the coincident and non-coincident demand of the
whole PVAM campus based on the utility bills. The non-coincident demand shows one unusually high and
one unusually low value. The high value occurred in October 1996 and the analysis of utility bills in
Deliverable 4 suggests that a refund was received. The savings in the electricity consumption of the library
(around 75 MWh/mo) do not show up at the Whole Campus level, and therefore it is important to meter
individual buildings.
Figure 9.a shows the calculated dry bulb temperature for the electricity billing periods that is
required to develop the baselines of the electricity use.
Figure 10 shows the whole campus electricity consumption. The slope in the trend is clear and
shows a strong temperature-dependency of the electricity use, which is mainly driven by the air-
conditioning load.
Coincident Peak Electricity Demand
Figure 11 shows the whole campus coincident electricity demand. There are three trends shown
in this plot. Below a temperature of approximately 60 F, the demand value is around 4000 kW and
constant (temperature-independent). Between temperature values of 60 and 75 F, the demand is
temperature-dependent. And, above 75 F the demand is almost constant with a value of approximately
6500 kW.
Non-Coincident Peak Electricity Demand
Figure 12 shows the whole campus non-coincident electricity demand. There are three trends
shown in this plot. Below a temperature of approximately 60 F, the demand value is around 6000 kW and
constant (temperature-independent). Between temperature values of 60 and 75 F, the demand is
temperature-dependent. And, above 75 F the demand is almost constant with a value of approximately
7000 kW. In general, the non-coincident electricity demand ranges between 6000 and 7000 kW over a
wide range of temperatures.
Gas Consumption
Figure 13 shows the gas consumption profile of the whole campus. The peaks in the cold season
are noticeable.
Figure 9.b (in the Appendix, Deliverables 3&5) shows the calculated dry bulb temperature for the
gas billing periods that is required to develop the baselines of the gas use.
Figure 14 shows a scatter plot of the whole campus gas consumption vs. the average dry bulb
temperature. In this plot the temperature dependency of the gas use is clear (narrow scatter). However, we
noticed two unusually high and low values (in two years of utility bills). The high value occurred in March
1997, and the low value occurred in December 1997. At temperatures above 75-80 F, the gas use is almost
constant at a value of 10,000 MMBtu/mo).
Comparison between the 15-Minutes and Utility Bills Electricity Consumption Data
Table 13 shows the 15-minutes and the utility bills monthly electricity consumption and demand.
There is a major inconsistency in the values, and we were not able to draw conclusion based on the
information that we had. Further study and contact should be made before understanding this feature.
Figures 7.a and b illustrate the differences, in both consumption and demand, between the 15-minute data
and the utility bills.
Baselining of the Whole Campus Energy Consumption
Baseline models were developed for the whole campus electricity consumption, coincident
demand, non-coincident demand, and gas consumption. The whole data of two years in the Table 9
(electricity) and Table 11 (gas) was used for baselining.
Electricity Consumption
The Baseline model of the whole campus electricity consumption has the following parameters:
Coincident Electricity Demand
The Baseline model of the whole campus coincident electricity demand has the following
parameters:
Non-Coincident Electricity Demand
The Baseline model of the whole campus non-coincident electricity demand has the following
parameters:
Gas Consumption
The Baseline model of the whole campus gas consumption has the following parameters:
Figure 7.a. Comparison between Utility Bills and 15-Minute Data Electricity Consumption
Figure 7.b. Comparison between Utility Bills and 15-Minute Data Electricity Demand
Table 8. 15-Minute Data provided by San Bernard Electric
for PVAM Whole Campus Electricity Use
Figure 8. PVAM Whole Campus Utility Bills
Figure 9.a. Dry Bulb Temperature from IAH - NWS
Figure 10. PVAM Whole Campus Electricity Consumption
vs. Average DB Temperature
Figure 11. PVAM Whole Campus Coincident Electricity
Demand vs. Average DB Temperature
Figure 12. PVAM Whole Campus Non-Coincident Electricity
Demand vs. Average DB Temperature
Table 9. Electricity Utility Bills - PVAM - Whole Campus (San Bernard Electric Coop).
- Minimum and Maximum Temperature is the value from the
day having a minimum or a maximum temperature during that period.
- Average Temperature is the average value of daily temperatures
during that period.
- The Daily Temperature values are averages from Hourly values.
Table 10. Dry Bulb Temperature from Houston Intercontinental Airport NWS
Compiled for the Electricity Utility Bills Periods.
Figure 13. PVAM Whole Campus Gas Utility Bills
Figure 14. PVAM Whole Campus Gas Consumption vs. Average Dry Bulb
Temperature
Table 11. Gas Utility Bills - PVAM - Whole Campus (Texas Southeastern Gas).
- Monthly Minimum and Maximum Temperature is the value from the
day having a minimum or a maximum temperature during that month.
- Monthly Average Temperature is the average value of daily temperatures
during that month.
- The Daily Temperature values are averages from Hourly values.
Table 12. Dry Bulb Temperature from Houston Intercontinental Airport NWS
Compiled for the Gas Utility Bills Periods.
Table 13. A Comparison between the 15-Minute data and Utility Bills Monthly Electricity
Consumption and Demand of PVAM Whole Campus.
Deliverable 4
Analysis of PVAM Electricity Use Contract
Summary
The Prairie View A&M University (PVAM) electrical bills provided have been analyzed with an eye
toward answering the following questions:
1.) Is PVAMU being correctly billed according to the published rate schedule of the San Bernard
Electric Cooperative (SBEC) for the Large Power - 8 rate schedule (LP-8)?
2.) What trends are evident from the energy consumption and demand consumption?
3.) What impact is the new LP-8 rate schedule (effective November, 1998) expected to make on the
utility bills?
4.) Could PVAMU benefit from another supplier's electric billing schedule, i.e. purchasing their
electrical energy from another utility?
The following conclusions have been made:
4.) In most months PVAM is being billed correctly according to the rate schedule. However, in the
26 month billing history that was provided by Bass Abushraka and SBEC personnel, there appears
to be two possible billing errors. One of those errors, the 11,020 kW demand we talked about for
the electrical service from 9/25/96 to 10/25/96, seems to have been corrected by the utility in a
later months billing. There is another error in the billing calculations for the month of May, 1998
(consumption from 4/25/98 to 5/25/98) for which PVAM should seek a refund of $689.10.
5.) There is a well established seasonal nature to the PVAM electrical energy consumption and
demand consumption. Costs in a low usage month (February or March) are about $120,000, and
for a high usage month (August or September) are about $210,000.
6.) Comparison of the August and September bills for the each of the years 1996,1997, 1998
indicates that the total costs, electrical consumption, and demand consumption show a downward
trend in successively later years.
7.) A new LP-8 rate schedule became effective in November, 1998 for the PVAM electrical billing.
This change should reduce the yearly costs by approximately 5% assuming the same consumption
of energy and demand as in the last 12-month historical period available to me (October, 1997 to
September, 1998).
8.) PVAM should monitor the upcoming discussions concerning deregulation in the state legislature.
Under the right circumstances PVAM could benefit from a different electrical supplier, and a
change of utility rate structures. However, in the case that deregulation is enacted, the present
supplier may also elect to alter its current billing schedules to lower the costs.
9.) The latest historical consumption information have been evaluated with a rate schedule similar in
nature to the LP-8, that of Houston Light and Power (HL&P) LOS(A) and Supplemental
Agreement for State Owned Educational Institutions (SEI) rate schedule. It appears that the
LOS(A) and SEI schedules would be only slightly more advantageous to PVAM than the LP-8
under the same circumstances of energy and demand consumption.
Billing Calculation Check
Twenty-five (25) months (August, 1996 to August, 1998) of billing data for PVAM were provided, and
SBEC personnel Caroline Kemper furnished an additional month (September, 1998) of data. Robyn Lowe
of SBEC was also contacted, and he furnished the up-to-date rate schedule for PVAM's account that
became effective in November, 1998 (See Appendix A) and the previously effective rate schedule (See
Appendix B) that covers the period for which we had data. The SBEC personnel were very helpful in
providing information necessary for our analysis.
Using the utility bills and the effective rate schedule, we recalculated the bills. There are two
anomalies that we believe are billing errors in this period. In all other months the calculated total matches
the actual billed amounts, indicating no errors.
The October, 1996 bill shows a Non-Coincident Peak (NCP) demand of 11,020 kW. This is very
different from the NCP demands seen elsewhere in the data. The minimum demand registered is 5,740
kW in December, 1997; and, the maximum demand except for this 11,020 kW is 7,700 kW in September,
1996. We believe this has already been resolved by SBEC and PVAMU as there appears a "demand
adjustment" and "interest on demand adjustment" that refunds a total of $18,566.29 on the bill for
February, 1997.
The second billing error was less obvious; and, we believe results from a minor clerical mistake in
entering parameters of the demand usage. The May, 1998 bill (for the period of 4/25/98 to 5/25/98) shows
the following values for demand.
Table 14
San Bernard Electric Cooperative, Inc.
Rate Schedule LP-8 for Prairie View A&M University
Figure 15
Prairie View A&M University Electrical Cost
Figure 16
Prairie View A&M University Electrical Consumption
Figure 17
Prairie View A&M University Non-Coincident Peak Demand
Figure 18
Prairie View A&M University LCRA Coincident Peak Demand
There is an unexplained difference between the metered and billed demand values. However, we
believe the error is due to a clerical data entry error because the metered and billed demand values for the
previous month were 6,000 kW and 5,740 kW respectively; and, probably did not get corrected by data
entry in the May, 1998 bill. Using the "correct" demands in recalculating the bills for this month leads to
an overcharge by SBEC of $689.10. We have not discussed this error with SBEC personnel so the
University should seek to contact them, confirm this analysis, and seek an appropriate refund of the
amount.
Table 14 shows the complete billing analysis broken into blocks for Energy Consumption and
Charges, Facilities Charges, Demand & Charges, and Total Charges. Information from the bills is entered
into the spreadsheet and the appropriate charge rates are used to re-calculate the bills. The last column in
the Total Charges block is the difference between the actual billed amounts from the bills and the
computed charges using the rate schedule analysis. The difference column reflects the billing adjustments
and errors as mentioned above.
Trends of Energy and Demand Consumption
Figures 15, 16, 17, and 18 illustrate the electrical cost, electrical energy consumption, NCP demand,
and LCRA CP demand consumption of PVAM, respectively. Figure 15, the cost graph, indicates a pretty
regular trend of data with costs being high in the summer AC months and low in the winter months. The
same can be said for the energy consumption shown in Figure 16 and the NCP demand shown in Figure
17. Perusal of Figure 17 highlights the demand anomaly found in October, 1996 that is discussed above.
Figure 18, the LCRA CP demand plot, shows a very erratic nature which is due entirely to the manner
in which the CP demand is determined. The CP demand is the amount of demand being pulled from the
electrical supplier (SBEC) by PVAM at the same time that LCRA experiences its highest demand level
draw from its system, which feeds the SBEC system. The CP demand varies from a low of 2,830 kW in
March, 1998 to a high of 7,250 kW in August, 1997. The high in August, 1997 obviously is due to
summertime AC load. The low value in March, 1998 occurred because LCRA hit a peak value in that
month in a one-hour time period in which PVAM demand was considerably lower than normal, possibly at
night or some other off-peak time for PVAM.
Another trend that is noticeable is found by studying Figures 15, 16, and 17. In August and
September for every year (1996, 1997, and 1998) the figures illustrate a progressively lower level on each
plot from one year to the next. In 1996 the average cost for those two months is about $212,000, in 1997 it
is about $202,000, and in 1998 it is about $201,000. Figures 16 and 17 show that it has been both the
energy consumption and the demand that have been reduced in succeeding years. This may be due to overt
attempts by PVAM to reduce usage or to other factors.
New SBEC LP-8 Rate Schedule Initiated in November, 1998—Its Effects
In talking with Robyn Lowe of SBEC it was learned that a new rate schedule went into effect for the
LP-8 rate in November, 1998, subsequent to the bills that we had to evaluate. This new schedule has some
features that make it simpler than the previous rate schedule, at least outwardly. The LCRA CP demand
charge was explicitly stated to be $4.46/kW in the previous rate schedule, but the newer one rolls this into
the PCRF charge calculations. The newer rate schedule drops the explicit reference to the LCRA CP in the
demand cost calculations. However, the PCRF is now more sensitive to the CP demand than possibly
before.
Some other changes from the old to the newer rate schedule include:
1.) The energy charge rate has decreased from a value of $0.034656/kWh under the old schedule to a
new value of $0.008568/kWh, about 75% lower.
2.) The customer charge has decreased from a value of $4,480 under the old schedule to $4,400 under
the newer schedule.
3.) Robyn Lowe, SBEC, stated in one phone call that the PCRF for the November, 1998 period would
be $0.0304719/kWh (under the newer schedule). As a comparison, the effective value for
September, 1998 was about $ 0.0054312. The higher value under the new rate schedule reflects
the roll-in of the CP demand charges into the PCRF. The PCRF under the old schedule fluctuated
every month, sometimes being a charge and sometimes being a credit, depending upon the nature
of the purchases and sales of energy and demand across the LCRA and SBEC systems. It should
be expected that the PCRF under the newer schedule will also fluctuate and won't be the constant
value of $0.0304719/kWh in the future.
Table 15 presents the analysis of the last 12-month period electrical bills (October, 1997 to September,
1998) using the newer rate schedule. The same energy consumption and demand consumption was
assumed as had occurred in that time period, but the appropriate charges are for the new schedule are used,
along with an assumption that the PCRF would be constant (as noted above this is not probably a good
assumption, but it is one that had to be made to complete the analysis). As shown in the last column under
Total Charges the newer rate schedule would generate bills that are generally cheaper than the old
schedule. The net change over a 12-month period under these assumptions is found to be slightly less than
5%.
Could PVAM benefit from another Electrical Supplier Under De-regulation
To investigate this question we evaluated the HL&P LOS(A) rate schedule with the Supplemental
Agreement for State Owned Educational Institutions (SEI). A copy of these rate schedules is included in
Appendix C. Again, the same consumption and demand history was assumed as that which occurred
during October, 1997 to September, 1998. The appropriate charges for each feature of the billing
calculation were used as stated in the rate schedules from HL&P. This is compared to the charges under
the newest LP-8 rate schedule.
One slightly different aspect of the billing for HL&P versus that for SBEC is that under HL&P the
demand is measured in kVA versus the kW used by SBEC. These two numbers differ by the power factor
relation. In order to convert the demand values from kW to kVA it is necessary to divide the kW by the
power factor. Since the power factor is always a value between 0.0 and 1.0, the kVA values that result will
be larger than the corresponding kW values.
Both the old and new SBEC LP-8 rate schedules had a power factor clause that allowed the utility to
increase the NCP demand charges if the power factor dropped below a value of 0.90. In the 26 month
history of bills available to me I saw no indication that this had been done. One of two assumptions can be
made:
1.) The power factor is between 0.90 and 1.0 and it was not necessary for the utility to increase the
demand values.
2.) The power factor is lower than 0.90, but the utility has never as a matter of agreement or practice
invoked this clause of the rate schedule.
We will make the first assumption, that the power factor is between 0.90 and 1.0.
To show the possible ranges of this factor we have used a value for the power factor of 0.90 and of 1.0
and used the two resulting sets of billed demand in separate analyses of the LOS(A) and SEI rate schedule.
Table 16 shows the results of the analysis, comparing the HL&P and SBEC rate schedules for a power
factor of 1.0 assumed in converting the demands from kW to kVA. The last column in the Total Charges
portion shows a difference in cost of $66,072.83, reflecting a lower cost using the HL&P rate schedules.
Table 17 shows the similar analysis using a power factor of 0.90. It can be noted that the demand values
are different in the Demand Charges portion of the table between Tables 16 and 17. The difference column
in the Total Charges portion indicates that the HL&P rate schedule has a lower cost of$13,397.77
compared to the SBEC rate schedule.
This analysis is not meant to reflect any actual difference in cost outside of the assumptions that
are made and noted above. It is wisely suspected that the PCRF under the newer SBEC LP-8 rate schedule
will continue to fluctuate and could substantially alter the costs and advisability of one rate schedule over
the other.
Table 15
San Bernard Electric Cooperative, Inc.
Rate Schedule LP-8 for Prairie View A&M University
Evaluated using Newest LP-8 Rate Schedule Initiated in November 1998 Compared to Old Rate Schedule
Table 16
Comparison between HL&P - Supplemental Agreement for State Owned Educational Institution and LOS (A) Rate Schedule
and SBEC LP - 8 Rate Schedule
Table 17
Comparison between HL&P - Supplemental Agreement for State Owned Educational Institution and LOS (A) Rate Schedule
and SBEC LP - 8 Rate Schedule
Energy Charges
Deliverable 6
Annual EUI's of Buildings Served by JC-85
Summary
The preliminary comparisons of Energy-Use Indices included in this draft report are based on only
one month of data. They show that consumption of many buildings on the PVAM and TAMU campuses
are comparable when normalized by building areas. There appear to be some significant differences, but
annual EUI's are needed to draw meaningful conclusions. These will be included in the final report.
Monthly Recorded Data by JC-8S
Monthly recorded energy use data by JC-85 were used to develop "Reasonableness Indices" to be
compared with those developed for Texas A&M University typical buildings. We included few typical
buildings from PVAM campus for this comparison, and we based the indices on the monthly values of
September 1998. More buildings will be included in the final report of this project.
EUI's of Typical Buildings at Texas A&M University
The annual EUI's for typical buildings at Texas A&M were calculated. Tables 18, 19, and 20
show the EUI's of 5 typical buildings including: a Dining Hall, a Multi-floor Office building, a Low-rise
Office and Computer Center building, a Library, and a Classrooms/Labs building. The Electricity
Consumption, Chilled Water Consumption, and Hot Water Consumption EUI's are shown in Table 18, 19,
and 20, respectively.
EUI's of PVAM buildings Served by JC-85
Monthly EUI's for a few PVAM and Texas A&M University typical buildings, based on the month
of September 1998, were developed and included in Table 21. Some values seemed consistent, and some
other values showed considerable differences. More buildings should be inlcuded in developing the EUI's
and more than one month of data will be utilized in the final report.
Table 18. Annual Electricity Consumption EUI of some typical buildings at Texas A&M University.
Table 19. Annual Chilled Water Consumption EUI of some typical buildings at Texas A&M University.
Table 20. Annual Hot Water Consumption EUI of some typical buildings at Texas A&M University.
Table 21. Comparison between Monthly EUI of some typical buildings at PVAM and Texas A&M University.
Conclusions
The J.B. Coleman Library JC-8S electricity consumption data showed savings consistent with the
audit estimates. The PVAM (Physical Plant) personnel readings were too few for a meaningful evaluation,
based on the timing of the retrofit construction period. More data is required to perform a meaningful
analysis. However, the PVAM readings available to us showed many negative values which are not
physically reasonable. Further study is needed. Chilled water and hot water data from JC-85 seems to be
consistent; noting however a probable data problem (metering location and availability, control algorithms
and calculations, calculation scaling factor, etc.).
The whole campus energy performance was analyzed based on the utility bills. The 15-minute
data that was provided by San Bernard Electric seemed inconsistent with the values billed for. Further
study of the 15-minutes data is required to know what does it represent and it is used by the utility




J.B. Coleman Library Electricity Consumption (JC-85) Pre-Retrofit Model.
J.B. Coleman Library Chilled Water Consumption (JC-8S) Pre-Retrofit Model.











ET - Sam Collins Eng'g Technology
NEW - C.L Wilson New Eng'g
GIL - Gilchrist Eng'g
BD - Banks Hall
GEN - General Offices
DREW - Drew Hall
FH - Field House (Dome)
MEM - Memorial Student Center
HOB - Hobart Taylor Hall
MTH - M.T. Harrington Science Center
ADMIN - Administration Bldg.







Chilled Water Supply EMCS Thermistor
Chilled Water Return EMCS Thermistor
Hot Water Supply EMCS Thermistor






























EV - Evans Hall
ANIM - Animal Industrial Bldg.
BURL - Burleson-Ware Hall
ALL - All Faiths Chapel
CHEM - Austin Greaux Chemical Eng'g
ECON - Home Economics
COOP - COOP Extension Bldg.
PHY - Physical Plant Administration
REC - Central Receiving - DPS
HILL - Hilliard Hall
NG - New Gym
_ OWEN - Owens Franklin Health Center
OLD - Old Education Building
Deliverables 3 & 5
Figure 9.b. Dry Bulb Temperature from IAH - NWS
Utility Bills Non-Coincident Electricity Demand Baseline Model (7/25/96 - 8/25/98).
Utility Bills Coincident Electricity Demand Baseline Model (7/25/96 - 8/25/98).
Utility Bills Electricity Consumption Baseline Model (7/25/96 - 8/25/98).
Utility Bills Gas Consumption Baseline Model (7/31/96 -7/31/98).
Deliverable 4
Appendix A
San Bernard Electric Cooperative LP-8 Rate Schedule
Effective November, 1998
Three-phase, 60 ] firtz, at available voltages. Frequency and voltage shall be subject to
reasonable variatifca.
Monthly Rate
Each billing period the Customer shall be obligated to pay the following charges:
postomcr Charge: $474O0.00 per meter
This charge is an availability charge for providing electric disiribuooa service. In
no event shall the Customer Charge be less than 54,400.00 or the araouni specified
in any contract with the Customer. The Customer Charge does not include any
energy; and
NCP Demand Charge: $2.75 per kW of NCP Bfl^ng Demand
The NCP billing demand shall be the unyimnm kilowatt demand established by the
consumer for any consecutive sixty (60) minute period during tbe month tot which
the bill is rendered, as indicated or recorded by a demand meter and adjusted for
power fedoras provided herein, btain no event less than fifty percent (30%) of the
highest dfjnand established in the preceding eleven (11) months; and
Energy Charge: $O.OO85$S per kWh; and
4. Powdr Cost
The cost of power to serve fee Coscomer including but not limited to capacity,
delivery, eoetgy, and feel charges for the billing period plus arijt«TjTt.enfs applied to
the current monthly billing to account for differences in actual purchased electricity
i
costs billed in previous periods. The power cogt •will be calcoJated psing the biHiog
units 'defked in the same manner as defined in the applicable 'Wholesale rate to rhc
Cooperative incfodmg aay ratchet ptovuooos in the wholesale raic. The Customer's
billiojs units for poTver cost mzy be adjusted for line losses, as determined by the
Coopenttrvc, to csdculare tiie Custonaet's power cost at tfac wholesale supplier's
i
metering point to die Cooperative.r !
D. Billing Adjustments
AH bUlsishali be subject to applicable billing adjustments as provided in this tarift,
! | i
E. Power Pactof Adinstraent
*n>ft consumer agrees to Tnainto'm unity power factor as nearly as prarrirabte. NCP demand
charges may be adjusted to cooect fix average power factors less than ninety percent (90%).
-_Jhe demand shall be taken at 90% of the highcstkVA demand recorded during the period.
The minmum charge shall be the highest oac of l te following charges phis any power cost
charges and tax:
1. The Customer Charge plus die NCP Demand Charge.
2. The rnjninnno, monthly charge specified in the contract.
Delivery Point
Unless otherwise specified in the service cantcact, tbe delivery point shall be the point of
attachment to the Cooperative's primary substation facilities. AD wiring, pole lines, and
other equipment (accept metering equipment) on. the load side of the delivery point shall be
owned snd maintained by fee consumer.
If the rate schedule provides for measurement of demand or power factor; the Cooperative
shall lutvc the right to make sari measurements by test at any time, or install meters
permanently in ordcrto determine die demand and txysverr^tarvatoes to be osed for billing.
Teems of Payment
All bills arc due and payable monthly within sixteen (16) days after bills iurvc been issued
bylhc Coopaaftvt. Aftertbis date a onc-timc late paymera penalty of five percenr (5%) of
the airtstaoding-balancc will be added to the arrraunt due.
Conditions of Service
1. Sccoriiy lighting equipment shall be owna
Cooperative.
, maintained, and operated by the
2. Faulty o: failed lighting equipment will be repaired by Cooperative within a
reasonable; period during regular working hour3s only.
3. The Coop native will provide non-standard fixtures in standard wattages 100 watt
and 250 v act) for high picssurc sodium lighting at the above monthly iates where
there is tt > ride due to engineering or safety conaderatians and the consumer will
pay the. difference between standard and non-standard fixture cost
All bills are due md payable monthly within sixteen (16) days after the bills have been
issued by die Cooperative.
Appendix B
San Bernard Electric Cooperative LP-8 Rate Schedule
Effective Prior to November, 1998
Availability
Available to industrial and large commercial consumers whose demands
exceed 2,000 kilowatts for all users, subject to the established rules and
regulations of the Cooperative.
Type of Service
Three-phase. 60 hertz, at available voltages,









S2.75 per kW of Billing Demand per
month
$4.46 per kW of Billing Demand
$0-034645 per kWh for all kWh
All bills shall be subject 10 applicable billing adjustments as provided in
this tariff.
Determination of NCP Billing Demand
The billing demand shall be the maximum kilowatt demand established
by the consumer for any consecutive sixty (60) minute period during | T
the month for which the bill is rendered, as indicated or recorded by a
demand meter and adjusted for power factor as provided herein, but in
no event less than fifty percent (50%)
of the highest demand established in the preceding eleven (11)
months.
Determination of LCRA CP Billing Demand
The billing demand shall be defined in the same manner in which
the billing demand is defined in the applicable wholesale rate
including all adjustments specified in the applicable rates and
subject to the same power factor correction as defined in the
applicable wholesale rate.
Power Factor Adjustment
The consumer agrees to maintain unity power factor as nearly as
practicable. NCP demand charges may be adjusted to correct for
average power factors lower than ninety percent (90%). The
demand shall be taken at 90% of the highest kVA demand recorded
during that period.
Minimum Monthly Charges
The-jninimum monthly charge shall be the highest one of the fol-
lowing charges plus any power cost adjustment charge and tax:
1. The Customer Charge plus the Demand Charge.
2. The minimum monthly charge specified in the contract.
Delivery Point
Unless otherwise specified in the service contract, the delivery
point shall be the point of attachmen
primary substation facilities. All wiring, pole lines, and
other equipment (except metering equipment) on the load side of
the delivery point shall be owned and maintained by the con-
sumer.
Demand and Power Factor Metering
If the rate schedule provides for measurement of demand or power
factor, the Cooperative shall have the right to make such
measurements by test at any time, or install meters permanently
in order to determine the demand and power factor values to be
used for billing.
Terms of Payment
All bills are due and payable monthly within sixteen (16) days
after bills have been issued by the Cooperative. After this
date a one-time late payment penalty of five percent (5%) of the
outstanding balance will be added to the amount due.
Appendix C
Houston Light & Power LOS(A) and SEI rate schedules
Section IV-Rate Schedules Sheet No. D5
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HOUSTON LIGHTING & POWER COMPANY
HL&P 79
LARGE OVERHEAD SERVICE (A)-LOS-A
AVAILABILITY
From 138.000 volt, three-phase. 60 hertz alternating current,
overhead lines which have been made available for this service.
APPLICATION
To all electric service supplied at one location and measured through
one meter when the Customer owns, operates and maintains all
facilities (except metering equipment) necessary to receive three-
phase, 60 hertz alternating current service at 138.000 volts or
higher.
Energy cannot be resold or shared. If Customer has electric
generating capacity installed and desires standby service, additional
contract arrangements will be required.
MONTHLY BILL
To determine the amount of the monthly bill to be paid a calculation
shall be made each month under (1) and (2) below, subject in each
case to the applicable adjustments stated under (3) below, and the
Customer shall pay the higher of the two amounts thus determined:
(1) Rate
(a) Facilities Charge $2,634 per month.
(b) Demand Charge
Primary Kva Charge $14,220 which includes
2.000 Primary Kva. plus
$7.11 per Kva for a l l
additional Primary Kva
Secondary Kva Charge $2.20 per Kva for a l l \
Secondary Kva.
(c) Energy Charge $.004874 per Kwh for
the f i r s t 295 Kwh per Primary
Kva. plus
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HOUSTON LIGHTING & POWER COMPANY
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$.011071 per Kwh for the next
289 Kwh per Primary Kva. plus
$.005250 per Kwh for a l l
addi t ional Kwh.
(d) Fuel Charge Amount de te rm ined i n
accordance wi th Rider FC.
(2) Minimum B i l l
The Primary Kva charge appl icable t o the current month plus the
monthly Fac i l i t i es Charge.
(3) Adjustments
(a) Plus an amount determined in accordance with Rider PCRF.
(b) In the event that Customer's Monthly B i l l is based upon a
period of less than 27 days or more than 33 days, the Kva
prices, fac i l i t i es charge and the Kwh per Kva quantities
expressed in item "(1) Rate" above, shall be adjusted by
multiplying by a rat io determined by dividing the actual
number of days by 30 days.
(c) Company has 69.000 vol t service available in certain areas
which i t intends to replace with 138.000 vol t service. I f
Customer takes service at 69.000 volts and has not provided
the capability in Customer's substation to receive 138.000
volt service or higher, the Primary Kva charge and
Secondary Kva charge shall be increased by adding $0.10 per
Kva to a l l such Kva charges.
(d) For service within the incorporated l imits of a
municipality which imposes a municipal franchise fee upon
-_the revenues received by Company within that municipality,
except on municipal accounts within municipalities which
have signed an appropriate Franchise Agreement, added to
and separately stated on each customer's b i l l w i l l *be an
amount equal to the municipal franchise fee adjusted for
the revenue related effect of said fee plus the associated
revenue related costs of ( i ) the state gross receipts tax.
( i i ) the Public U t i l i t y Commission assessment, ( i i i )
uncollectible accounts and ( iv) factoring expense.
DEFINITION OF ON-PEAK HOURS AND OFF-PEAK HOURS
Company's On-Peak hours, for the purposes of th is rate schedule, are
designated as of the date hereof as being from 8 a.m. to 10 p.m. each
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Monday through Friday starting on May 15 and continuing through
October 15 each year. Labor Day and Independence Day (July 4) shall
not be considered On-Peak. If July 4 occurs on- Sunday then the
following Monday shall not be considered On-Peak. The Company's On-
Peak hours may be changed from time to time and Customer will be
notified 12 months prior to such change becoming effective.
Company's Off-Peak hours, for the purposes of this rate schedule, are
all hours of the year not designated as On-Peak hours.
DEFINITION OF ON-PEAK KVA, ANNUAL ON-PEAK KVA AND OFF-PEAK KVA
The terms "On-Peak Kva." "Annual On-Peak Kva" and "Off-Peak Kva"
shall be defined as follows:
(1) On-Peak Kva is the average Kva supplied during the four fifteen
minute periods of maximum use during the On-Peak hours of the
billing month.
(2) Annual On-Peak Kva is the highest On-Peak Kva established in the
12 months ending with and including the current billing month,
but not less than the minimum Annual On-Peak Kva amount
specified in Customer's Agreement with Company for electric
service.
(3) Off-Peak Kva is the average Kva supplied during the four fifteen
minute periods of maximum use during the Off-Peak hours of the
billing month.
DETERMINATION OF PRIMARY KVA AND SECONDARY KVA TO BE USED IN CALCULATING
THE MONTHLY BILL
The Primary Kva and the Secondary Kva to be used in calculating the
Monthly Bill shall be determined in accordance with the following
provisions:
(1) If-the Off-Peak Kva is equal to or less than the On-Peak Kva.
then" the highest of the following will be billed as Primary Kva:
(a) The On-Peak Kva:
(b) 90% of Annual On-Peak Kva; or
(c) 2.000 Kva.
(2) If the Off-Peak Kva is greater than the On-Peak Kva but equal to
or less than the Annual On-Peak Kva. then the highest of the
following will be billed as Primary Kva:
(a) The Off-Peak Kva:
(b) 90% of the Annual On-Peak Kva: or
(c) 2.000 Kva.
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(3) If the Off-Peak Kva is greater than the Annual On-Peak Kva. then
the Annual On-Peak Kva will be billed as Primary Kva and the
excess of the Off-Peak Kva over the Annual On-Peak Kva will be
billed as Secondary Kva except, as limited herein. The amount
of Off-Peak Kva billed as Secondary Kva shall be limited to the
maximum amount of Secondary Kva specified in Customer's
Agreement with Company for electric service with all additional
Kva billed as Primary Kva. Secondary Kva will not be made
available to Customer if additional investment would be required
to serve the Off-Peak load. If Customer contracts for Secondary
Kva. but in a period of twelve billing months does not use in
one or more months at least 50* of the contracted amount, such
contracted Secondary Kva will be reduced to the maximum amount
actually used during said period of twelve billing months. In
case of such reduction. Customer will be given written notice of
the amount of Secondary Kva still available and the effective
date of the reduction.
(4) The above provision number (3) is not applicable to (a) new
customers taking service for the first time during the period
starting on October 16 and continuing through May 14 or (b)
existing customers contracting for additional Secondary Kva
during such period. Under such circumstances, unless the Annual
On-Peak Kva has been determined by mutual written agreement, the
Off-Peak Kva will be billed as Primary Kva until the following
May 15.
PAYMENT
Bills are due when rendered. A bill for electric service is
delinquent if payment is not received by the Past Due Date shown on
the Electric Service Bill. The Past Due Date will not be less than
sixteen (16) days from the date the bill is mailed to Customer.
If the total amount due is not received on or before the Past Due
Date, a one time late payment charge will be assessed. The charge
will be_equal to a percentage of the total amount due exclusive of
sales tax"for each day. up to a maximum of fourteen (14) days, after
the Past Due Date that payment is received. The percentage Will be
the daily non-compounded equivalent to the prime interest* rate
effective at Texas Commerce Bank. National Association. Houston.
Texas on the meter read date, plus two percentage points, or. if the
meter read date falls on a holiday or weekend, the preceding business
day. If the total amount due is not received on or before the
fourteenth (14th) day after the Past Due Date, the late payment
charge to be assessed will become 5% of the total bill exclusive of
sales tax.
In no case will the late payment charge exceed 5% of the total bill
exclusive of sales tax.
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METERING
The Company may install remote metering equipment to obtain
information with which to determine the amount of the monthly bill.
Customer may. at any time, install metering instruments to check the
service supplied under this schedule.
The Company may at its option measure service on the low voltage side
of the Customer's transformers in which event the Kva and Kwh
recorded by the Company's metering instruments will be adjusted to
compensate for transformer losses on the basis of data furnished by
the manufacturer of the Customer's transformers. When the
manufacturer is unable to supply the necessary data the adjustment
will be based on tests conducted by the Company on the Customer's
transformers.
CONTRACT PERIOD
For customers first receiving service hereunder. the initial term of
contract shall be five (5) years. For customers previously receiving
service under Rate Schedules MGS. LGS. LOS-A. or LOS-B. and for whom
no additional facilities are required, such prior electric service
shall be counted towards the five year initial term. A credit for
past service is given under this section if the switching customer
fully compensates the Company for the cost of any additional
facilities required.
NOTICE
Electric Service furnished under this rate schedule is subject to the
Company's Terms and Conditions for the Sale of Electric Service.
Sheet No. El.
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SUPPLEMENTAL AGREEMENT FOR
STATE OWNED EDUCATIONAL INSTITUTIONS
That certain "Application and Agreement for Electric Service", Rate
Schedule , entered into by and between
, herein called "Customer", and Houston Lighting & Power
Company, herein called "Company", which is to begin not later than
__^__^ ' > 19 (hereinafter called the "Agreement"),
is hereby supplemented and amended as follows:
1. Service provided herein is available only when taken in conjunction
with service received at one point of delivery under Rate Schedule
LGS.
2. Customer verifies that it is a state owned educational institution
who takes Electrical Service billed under Rate Schedule LGS and such
service is taken at distribution voltage, where Primary KVA is
consistently above 5,000 KVA, as measured by taking the annual
average primary KVA over the prior twelve month period.
3. The monthly bill shall be the sum of calculations made under (1)
below or the calculations made under (2) below, whichever is higher,
plus the applicable adjustments stated under (3) below.
(1)
Revision Number: Original Effective: 1-1-95
Section IV-Rate Schedules Sheet No. D34
Supplemental Agreement for State Owned Educational Page 2 of 3
Institutions
HOUSTON LIGHTING & POWER COMPANY
HL&P 7634
(2) Minimum Bill
The Primary Kva Charge applicable to the current month plus
the monthly Facilities Charge.
(3) Adjustments
(a) Plus an amount determined in accordance with Rider PCRF
for the LGS Rate Schedule
(b) For service within the incorporated limits of a
municipality which imposes a municipal franchise fee
upon the revenues received by Company within that
municipality, added to and separately stated on each
Customer's bill will be an amount equal to the municipal
franchise fee adjusted for the revenue related effect of
said fee plus the associated revenue related costs of
(i) the state gross receipts tax, (ii) the Public
Utility Commission assessment, (iii) uncollectible
accounts and (iv) factoring expense.
4. Definition of on-peak hours and off-peak hours will be in accordance
with Rate Schedule LOS-A.
5. The definition of on-peak kva, annual on-peak kva and off-peak KYA
will be in accordance with Rate Schedule LOS-A.
6. Determination of primary kva and secondary kva to be used in
calculating the bill will be in accordance with Rate Schedule LOS-A.
7. Payment-terms will be 1n accordance with Rate Schedule LOS-A.
8. The contract period will be in accordance with Rate Schedule LGS.
9. Except as expressly supplemented and amended by paragraphs 1.
Jthrough 8 above, the Agreement is not otherwise affected.
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10. This Supplemental Agreement 1s not binding upon either party unless
and until. 1t has been duly executed 1n writing by both parties.
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